PeriPage A40 Windows Driver Installation

Install Windows PC Driver

Instructions:

1. Open the driver file, enter the printer driver wizard, check [PrinterDriver PeriPage], choose

language English, and click [Next].
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Printer Driver Wizard

nstall the printer driver

Remove printer driver

2. Turn on the printer, connect the printer to the computer with the original USB cable, select [USB] for the

specified port, and click [Next].

(Note: If it prompts that the printer is not found, please re-plug the printer USB cable, go back to the
previous step and click Next again)
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3. Select the printer driver to be installed, confirm that the driver installation status is not installed,
and click [Next].
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4. Continue to click [Next]. You can tick whether to use this printer as the default printer.

Printer Driver Wizard

Specify the printer name

Enter printer name

Printer name: |PeriPage A40

“/ Use this printer as default

Previous Next Cancel




5. After confirming that the printer information is correct, click [Start Installation].

Printer Driver Wizard

Ready to install driver

Printer Driver PeriPage A40
Port USB0O1
Printer Name PeriPage A40
Set as default printer Yes

6. Wait for the program to be installed automatically, click [Close] in the lower right corner of the

driver wizard, and you can go to print normally.

Printer Driver Wizard

Installing printer

02:54:08.890 : Write to file: PeriPage.ini.
02:54:08.890 : Extract file: Drivers\PeriPage\PeriPage.GPD.
02:54:08.890 : Write to file: PeriPage.GPD.
02:54:08.906 : Extract file: Drivers\PeriPage\amd64\PeriPageRES.dII.
02:54:08.906 : Write to file: PeriPageRES.dII.
02:54:08.906 : Extract file: Drivers\PeriPage\amd64\PeriPageUNIL.dIl.
02:54:08.906 : Write to file: PeriPageUNL.dII.
02:54:08.906 : Extract file: Drivers\PeriPage\amd64\PeriPageUI.DLL.
02:54:08.906 : Write to file: PeriPageULDLL.

2:54:09.718 : Printer driver installed successfully: PeriPage A40.
02:54:09.718 : The bit default printer is set. e
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Document print settings

Instructions:

Open the document to be printed on the computer, and select the printer to print according to the
following illustration.



Print X

Printer
Name: PeriPage A40 e DBroperties...
Status: Ready [ Inverse output
Type: PeriPage A40 ] Print to file
Where: USB0O1 [] Duplex
Comment:

Pagesource: Use printer setting -
Page range Copies
® Al
(O Current page Number of copies |1 |+
S ﬁ @I

Collate

Enter page numbers and/or page ranges
separated by commas, For example, 1,35-12.
Print: Al pages +  Zoom

Pages persheet:  1Page

Scale to paper size] 208 x 297mm[Ad] ~

Options... ’ Cancel

Other print settings (Recommended to use the default settings)

1. Open the [Devices and Printers] window, select the corresponding printer model, right-click and select

Open [Printer Preferences].
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Properties

2. Select[Roll], and select the corresponding paper type according to the paper loaded in the printer, as

shown in the figure below:

- PeriPage A40 Printing Preferences

Layout Paper/Qualty Stock Grapha About

Paper Continuous v
Continuous
Black Mark

Densi ty

Tips: 1, Continuous paper for roll paper; 2, Black mark paper corresponds to black mark folding

paper or black mark roll paper

3. Select the corresponding printing density according to the required printing effect, as shown in

the following figure:
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4. Click [Graphics], adjust the corresponding brightness and contrast as needed; if the printed
content needs to be removed from the background, select the threshold value to adjust and print;
select different dithering effects, the printed pictures will have different effects, please make your

own according to your needs choose.

= PeriPage A40 Printing Preferences X

Layout Paper/Quaity Stock Abod

Grapha Exanple

Color adjustment

Dark Bright
Brightness .

Low Hizh
Contrast .

Low High
O Threshold
@) Di ther Burkes T

Coce | [




